Irrigation Makes Rich

IrriRich not only supply Valves, but the Solutions!

SOLENOIDS

40 years
1978-2018
Historical
Low Power

Thread
Port Size
Body Material
CONFIGURATION
Complete Configurations
Port Connection
Solvent Welding
UPVC

PA66
CONFIGURATION

- Port Size: 1/8", 1/4", 1/2", 3", 4", 6"
- Body Material: PA66, UPVC
- Port Connection: NPT, BSPT

SOLENOIDS

2 way solenoid
- Voltage: 12VDC, 24VAC/VDC, 4-9VDC, 6-40VDC, 9-30VDC

3 way solenoid
- Voltage: 12VDC, 24VAC/VDC, 9-12VDC, 9-30VDC

Valve Supplier solution

Professional + Creative
**LOW-POWER DISSIPATION**

<table>
<thead>
<tr>
<th>Solenoid</th>
<th>American Standard</th>
<th>IrriRich Standard</th>
</tr>
</thead>
<tbody>
<tr>
<td>2 Way Solenoid Inrush Current</td>
<td>0.35A</td>
<td>0.25A</td>
</tr>
<tr>
<td>Holding Current</td>
<td>0.23A</td>
<td>0.18A</td>
</tr>
<tr>
<td>Some Special Solenoids</td>
<td>—</td>
<td>≤0.13A</td>
</tr>
</tbody>
</table>

**New Pressure Pilot**

**Advantages:** Setting Value Visible

**Setting Range:**

<table>
<thead>
<tr>
<th>Spring</th>
<th>Set Pressure</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>bar</td>
</tr>
<tr>
<td>Natural</td>
<td>0.8 ~ 6.5</td>
</tr>
<tr>
<td>White</td>
<td>0.5 ~ 3.0</td>
</tr>
</tbody>
</table>
Advantages:
Judging the Valve opened or not
Working perfectly in latching system

Valve with Water Meter

Advantages:
Meet the Chinese PPP projects’ demand and reduce the irrigation system costs.

Multifunctional Valve - Developing

Function Including:
Flow Detection
Inlet & Outlet Pressure Detection
Switch Monitoring
Media Detection in Pipeline
Bluetooth Control
Wireless & Solar control

CASES
Professional and Innovative Valve Solutions Suppliers

Welcome
Website:

Thank you!